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Mineral Resources Tasmania by
Department of State Growth T .

Governmam. %,

NOTICE OF MARKING OUT OF MINING LEASE
FOR THE PURPOSE OF EXTRACTING LiMme <an / S

* (To be posted on land & a copy to be lodged with the registrar within 7 days of marking out)

Date of marking out 15( /” / / ? Area (ha) {.5\ 01 7 Mineral category
Position of notice {(e.g. N\Wcorner) _( L/ Corne s/

Name and postal address of APPLICANT for the mining lease

Name (s): 5’1‘ + KV\ _I\)IE,’\O”}{

Posjal Address 2! /‘/lt AL F\r/ -
= f‘fé:!ﬁ‘k{?{,,,i ot 5-154;&%04 e Postcode: 72 S S
PhoneNo: 3 L2 $9214% Mobile No. 0418 S0 Sbss

Email Address: D ysdia =N F/¢7 om. av  FaxNo.: ég’ Sz 223

Name and postal address of PERSON MARKING QUT the land
Name (s): Svstin ﬁ/\CLOHJ

Pogstal Address ai M't_,l“é A By R ;/
P‘[ : ""'—‘fi“u; I$te.. ./ Postcode: 7 2 5§

Signature V

A copy of this notice of marking out, an application for Isase, prescribed fees and a plan showing the pasition of the
datum post and approximate boundaries of the land must be lodged with the Registrar of Mines within seven days of
marking out the area,

Further Advice

Further advice may be obtained by contacting Mineral Resources Tasmania:
Telephone:  (03) 6165 4800

Facsimile:  (03) 6173 0222

Emaik: info@mrt.tas.gov.au
Internet: www.mrt.tas.gov.au

Form M2 November 2017
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MINING PLAN
MINING AND EXTRACTIVE INDUSTRIES

APPLICATIONS AND TRANSFERS

This form is designed to provide information for a proposed mining, quarrying or extractive industry
operation. The information is required to assist Mineral Resources Tasmania (MRT) in assessing
the application, drafting appropriate lease conditions, and is used to set a security deposit. Please
refer to the Quarry Code of Practice, which will be used as the assessment standard. Do not use
this form if a major operation is proposed.

Please provide the following information:

Address: L Metpnls. Ronn

WAl s
TRSAB D

Telephone number: (o2 L3sSAaA Sl
=) S
Mobile number: OUN\E  SOS  (oSS

Facsimile number:

Name of landowner (if private land): | 3. T Bmip  R.1<. NicHoWS.
Landowner phone number: (03 L3S R
Lease application number: T

What type of application is it? (circle) @;@ Transfer

What ather mining leases or
operations are you involved in? N

Landowners may extract stone, sand and gravel for thelr own use on that property or sell less than
100 tonnes per annum without a Mining Lease, otherwise a Mining L.ease is required.
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PLEASE ENSURE THE FOLLOWING INFORMATION IS PROVIDED:
(Circle ftalics as required.)

..........................................................................................

-------------------------------------

If a eontractor is to be used, who is the eontractor? .................... "‘!A ....................................
Has a Development Application been lodged with Council? ..o e o
Has a permit been granted or are there existing Use MGIS? ......e.cuemurvecercersrrenisreersenes YesAlo )

Is the proposed operation a Level 2 Activity under the Environmental Management and Pollution
CONOI ACE 1947 ...t eecresres st ees e et sae s e e e saenenecan ot sasasransssessaessanbesrasnine Yes/No

MATERIAL TO BE EXTRACTED AND RESOURCES

What product is to be mined# Sanglclay/gravel/hard rock/alluvial/other minerals

Estimated annual production?.........."’t.s..—s?,.c.? ....................... cubic metres/tonnes

Is there a demonstrated market? Please provide information?

.?2.5. ....... } Ml St X d—ﬁu'fé—?‘\?‘j\&lﬁﬁﬁ'{:ﬁ?mm

Estimated or measured resources ........ 2222, QRC.................cubic metresftonnes of stone

........................ verrnrererreesarrenrens LOMNES OF OM2 B oevvirvevrneiens W0 isireennernrecsverinsasansrenneens MINETEI

Attach statement of resource estimation If you have one, nating if the resource is JORC compliant.

What size of lease is being applied 10r? ... B} Thuuvwererhectares .
ROYALTY

Does the Lease area cover any Crown land?..........cccoivveniiiinisnnennenscsenncnmsmmscrsnenns Ye /@
Is it planned to extract minerals owned by the Crown? ... vireninnncnssinnans Yes@

If the lease area covers private land, has a current En Qwner's compensation -
agreement been signad? ............ccovvvviveerireveennnnn o o Ye

Attach a copy of the signed agreement.

T ey

How will production records be kept?/Sales dockeﬁ/Weighbridge dockets
Sl

If other, please describe

-------------------------------------------------------------------------------------------------------------

--------------------------------------------------------------------------------------------------------------------------------------------------
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PUBLIC SAFETY

Safety is an important responsibility of the lessee.

Fa

How accessible is the site to the general public? high n'sl@ow risk}

Are gates or fences exisﬁng/t@/ be installé?iﬂequired?

Are there unprotected shafts, excavations, faces, dams or machinery? Ye

Measures taken to reduce hazards are as follows:

..... 2. Ui Al 55 Mk soevmhern..afr. oahve
- (3N

QF\Q{&! : §1éjn.s-l°ba«4f ...................... T RN GES e TelanT .

PUBLIC LIABILITY INSURANCE
What level of public liability insurance do you carry? $.10,.8200,000

It is a requirement of the mining lease that a minimum of $10,000,000 public liability insurance is
maintained; larger and/or higher risk operations will be required to carry $20,000,000 of insurance.

Attach a copy of your certificate of currency if not already provided to MRT.

OPERATION SUMMARY
What methods_ or equipment are planned to be used?
é@m & blast
Crushing/screening/washing
Fixed or mobile plant
Small underground
Alluvial mining

Wilt waste, overburden stockpiles or tailings be produced? No

How much experience do you have with this style of operation? o ‘16&-&5

--------------------------------------------------------------------------------------------------------------------------------------------------

A
Will the operation & intermittent pr continuous?
If intermittent please deégrdit.;e ............. %WM—’P%MO&LHM%%ND
1o, wosf. NN T Belttead.... ARG bl AUTEMM....
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SITE SELECTION and PLANNING (Quarry Code of Practice, pages 10 and 11)

Careful site selection, after consideration of all possible alternatives, may reduce future problems,
particularly with respect to neighbours. New quarries should be located away from existing *3
residences or watercourses. Plant should be situated to minimise noise and dust impact.

How close are watercourses to the excavation or plant area? (minimum 10 m) ﬂ(ka ...............

How close is the nearest permanent watercourse? (minimum 40 m) ............ J/ Iém

How many neighbours are within 300 metres of the quarry or access road?... - NONE~

If vibratory screening is proposed, how many neighbours are within 500 metres? ~NMONE~........

if crushing is proposed, how many neighbours are within 750 metres?............ 'd /A ......................

If blasting is proposed, how many neighbours are within 1000 metres?........... N } A

Visibility is the cause of much public complaint at many, otherwise well managed, quarries.
Visibility of the planned quarry from frequently used roads or vantage points may limit the height of
the quarry or require specific working and rehabilitation plans. NOT Vbt To utuie

Have you considered an alternative site? YG )

ACCESS (Quarry Code of Practice, page 13)

Access to quarry sites Is of primary importance and should be considered very early in site
planning, because this will constrain management alternatives for the quarry in the future, Often
the issues ansmg at the quarry are different to those posed by the access.

Is ther&ex:stmg aﬁg;s,sebr new access will be required?

Has the junction with public roads been agreed with Council/State Roads? €5
What are the truck movements expected per day? ..........cceceneen LQ ................................. Maximum
What are the truck movements expected per week? ................... ? 9 Maximum

What is the name of the main route of trucks leaving the quarry? ......IS[Q...MAME’— Wﬂm’r@a

................................................................................................................................. 1> U
How many neighbours are potentially affected by the proposed traffic volume?.....N@NEr...........
Is there potential for dust or noise from trucks to annoy neighbours?............. [ (7
Are the access road drains protected against erosion from quarry runoff? ...........cccc........ No

Will sediments in the water settle out before entering drains on public roads?

November 2017 4



STAGING OF OPERATIONS (Quarry Code of Practice, page 14)

The resource should be worked in a systematic manner, generally across or down the .
slope, so that worked-out sections can be rehabilitated as mining progresses. The -
Inspector will recommend a security deposit, based on the maximum disturbed area you
require. The area you require will be included as a lease condition if the application is
granted. Disturbed area is measured in hectares (1 hectare = 100 m x 100 m) and

includes stripping, excavation, overburden, waste, tailings, plant, hardstand and access.
What is the maximum disturbed area you will require for the next 5 years?............. hectares

All security deposits are periodically reviewed as the scale or nature of the operation and
area of disturbance changes.

EXISTING VEGETATION & FAUNA

You may be requested to undertake a flora and fauna survey over all or parts of the application

area, as this information may be critical to understanding a potentially significant environmental risk
to the proposal.

If a survey is required it must be provided to MRT to assess the lease application.

CLEARING AND PROGRESSIVE REHABILITATION
(Quarry Code of Practice, pages 15)

The area of disturbance of an operation should be kept to a minimum, and rehabilitation shauld he
carried out progressively. Clearing should be kept to the minimum absolutely necessary for
efficient operations. Topsoll must be protected and the guidelines below should be followed:

If possible, windrows of topsoit should not exceed one metre in height.

Topsaoil should not be buried or driven on, as this will damage soil structure.
Overburden should be stripped and stockpiled separately from soils.

On hillside operations, it is best to store topsoil above or beside the excavation.

* Note that holding a Mining Lease does not authorise topsoil removal from the site.

What area of vegetation is to be cleared? ............... NG MGt bz, Y. 2 AL
What is the 10psoil depth?...eee..eeeeeeseecseens (@ o
What is the SUBSOH dePt? ...........cooovccovevenmnereee N oo

Wherever practical overburden, subsoil and topsoil should be placed directly onto workedd out
areas, to avoid double handling of soil and maximize the viability of the seed bank.

Is direct replacement of soil possible? Ye
Describe the stripping and stockpila armngement’ﬁf%ﬁkmpvwfﬁﬂ@ﬂ
..... Rimaveo. . .. et st AlAAS. .. O0. ... Ao

---------------------------------------------------------------------------------------------------------------------------------------------------------

CULTURAL HERITAGE SURVEY

You may be requested to undertake a cultural heritage survey (Aboriginal and European) over all
or parts of the application area.

November 2017 5



SPARE SITE PLAN
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Please indlcate:

Access roads

Visual screening
Direction of working
Bench face

Dimensions of excavation
Location of processing plant
Topsoll and overburden stockpiles
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NOISE AND DUST CONTROL (Quarry Code of Practice, pages 16 and 20)
The primary nuisance associated with quarry operations is noise and dust. Where residences exist
adjacent to a quarry, precautions should be taken to reduce the impact of noise and dust. Visible

dust should be confined within the boundary of the premises. Reasonable operating hours are
considered to be 7 am to 7 pm weekdays and 8 am to 4 pm weekends.

What are the planned hours of operation on weekends? (a am to..2 pm

.......

Tick the measures to be used to reduce nuisance dust and noise:

[ Plant located to minimise dust and noise.

] Enclosures, sprays and dust extractors.

] Bund walls for noise and wind breaks for dust.

[J Maintenance of roads and machinery for noise, water carts for dust.
E(C.ontrolled vehicle speeds (especially near neighbours).

[] Drop distance to stockpiles kept to a minimum.

B%:overed loads or material not exceeding the tray walls of trucks.

[] Alternative transport route considered.

] Other

.........................................................................................................................

BLASTING (Quarry Code of Practice, page 18)

Will blasting be required? Yes/next section)

Blasting is necessary at some operations. Operators should be aware that blasting may be
distressing to the public. Blasting must not take place unless authorised in the Permit issued by
Council. Precautions must be taken to prevent fly-rock, noise and vibration.

-

What is the planned frequency of BIastS?.........c.cvmiiimnnnienmiincninn s e

Is there potential hazard to residents, traffic Or POWSK INES7 ........ccccvveiemverimrasesssisioniesrsscesssmsnssne

How close is the NEarest NAZATAT ......cc.vsireririressisnsiressssreriesissisensssananessenssesssssansnsssssassessensssmsmnsersses

Is there potential hazard caused by excessive noise and VIbration? ...........coccccveeeiicrmnnissrececescserens

Nevember 2047 7



EXCAVATION AND DISTURBANCE BENCHING
(Quarry Code of Practice, page 20)

K
ty

Will the deposit be benched to win material? Yo @ next section)
How many working faces are planned?........ccciinsemmmsmsns s nesssnssnsesasss s sssssisesss
What is the planned height of working face/s? ...

Towards the end of the productive life of the quarry, the uppermost benches should be reduced in
height. Where possible benches should be recontoured to form slopes by grading them out or back
filling. Slopes greater than 30 metres in length should be broken up with drainage berms along
contour io reduce erosion.

What is the final land form shape? Benches/Recontoured slopes
What is the planned final face Reight7.........ccc et et rsee e s eseer s enerasansressase

What is the planned final bench WIdN? ... creenees s e essnssasesssan e samsasnses s
What is the planned final $Iope of faCes7? ... s s e

|s the access to the Upper baNChes SAMET .....ccciccce it e e s as s vsrsssarar et e e rens

Orientation of benches should take into account the underlying geclogy and vantage points from
which the quarry is visible. Where practicable, the uppermost benches of the quarry shauld be
established and worked out first. This allows the upper sections of the face, which are often the
most visible, to be rehabilitated early in the life of the operation.

Can the uppermost benches be worked first? Yes /No
If No, describe how the quarry is to be developed

---------------------------------------------------------------------------------------------------------------------------------------------------------

.........................................................................................................................................................

---------------------------------------------------------------------------------------------------------------------------------------------------------

NOXIOUS WEEDS AND PLANT DISEASES (Quarry Code of Practice, page 22)

Weed invasion can be minimised by tackling weed infestations quickly. Weeds should be managed

until such time as native species are re-established. A list of weeds is shown on page 40 of the
Code. "

What weeds are on site at present?............. NWV

------------------------------------------------------------------------------------

How do you plan to control the weeds on site? /ﬁh“'/ Mg NO \igeod — NThe—FLOEA

Quarries can also spread the root rotting pathogen Phytophthora cinnamomi (PC), responsible for
the increasing loss of native plant communities in coastal heath and moorland areas. Gravel free of
PC may be stipulated for road contiracts in sensitive zones.

Does the quarry praduce sand or gravel?

o
Is the quarry situated in native vegetation? No
Is the elevation less than 800 metres? No
Is rainfall greater than 600 mm per annum? Ye
Are zones of ‘die back’ evident in the native heath? Yes/@
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DRAINAGE AND EROSION CONTROL (Quarry Code of Practice, page 24)

Water leaving quarry premises should be clear and free from contaminants. Water quality may be
affected far beyond the premises, affecting downstream neighbours and the environment. Nearly
all quarry sites are liable to drainage or erosion problems if run off is not controlied.

Are there downstream water users? Ye

Are clays or other fine material on site? Ye @
Will the exposed surface easily erode? Ye
Given the nature of the catchment above, is a diversion drain required? Yes@
Tick the control measures which are proposed.

[ Cut off drain/s?

[ Drains for pit ....ccvvvnee. stockpile areas

[] Drains......for access road

] Cuiverts

[] Settling traps for pit

[ Settling traps for stockpile area

[] Settling traps for access road

(Please show the above, on the plan)

Certain minerals have the potential to cause acid drainage poliution when exposed to air and
water. Likely visible signs include the presence of pyrite minerals and iron-rich precipitates. These
may be evident in the form of brown staining on rocks or in water.

Is there evidence of pyrite or acid drainage Ye
If Yes, the operation should be restricted to the oxidised zone.

WASTE DISPOSAL AND STORAGE (Quarry Code of Practice, page 26)

Quarries should not be allowed to accumulate rubbish, disused plant, waste oil or other waste
materials. Oil changes should not be done on site unless hydrocarbon spiflage equipment is on
hand. Chemicals and fluids must be stored according to Australian Standards. Sewerage must be
Council approved and landfills approved by the Environmental Protection Authority (EPA).

Are the following goods to be stored on site?

Fuel or oil Yes@ O T et eeereaeaeesecreseansaarsssrnnrreesaremeessaresees hanseasa s daaanRae s rnrRRenELe et aannbes

Explosives Yes&) HOW? oo seeeeeescensmreee s assamseessssmssann s e satabanesesressaress s dassananans s snavan s nRsRRRRRS
Other Ye HOW? cv.vucueeerenrasssensesessressassesessess sessniesesenssemssssssesbossssssnssessetsnssnntsssenne
Are oil changes done on Site... ... v et s R Yes /@

What measures will be adopted to control spillage?........ l\/ 4 < O

How will you dispose of rubbish and scrap?..........ee. N/A; ............................................................

---------------------------------------------------------------------------------------------------------------------------------------------------------
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REHABILITATION (Quarry Code of Practice, page 29)
The main aims of rehabilitation work are:

2
3

. The stabilisation of all worked out areas to minimise ongoing erosion.
) To revegetate worked out areas with suitable plant spacies.

o To minimise visual impact of disturbed areas.

* To ensure that worked out areas are safe for future uses.

“The final land use of the site will determine the final landform, which should blend with the
surrounding landscape.

What is the proposed after use of the site? Z&A/g&fw@ M{L N

------------------------------------------------

What redevelopment/rehabilitation/revegetation is proposed? ..

.......... NW@SW’MML'S%%

VWil rehabiltitation progressively follow extraction?
If ‘No’, why not?

--------------------------------------------------------------
................................................................................................................................

---------------------------------------------------------------------------------------------------------------------------------------------------------

.........................................................................................................................................................

Site preparation earthworks are best carried out during early-mid autumn.
Tick the intended rehabilitation site preparation to be used on the check list below:

] Removal of plant and rubbish [(] Removal of buildings

lgﬁ.eveiling of bunds and stockpiles B/Overburden back filled

[ slopes reduced below 3 in 1 1 Slope distance less than 30 metres
[} Compacted areas and roads deep ripped ‘[0 Bench heights reduced to 5 metres
[ Rippable benches recontoured ] Wetlands ponds constructed

[] signage/security around remnant benches lz/Weed identification and control_

Neovember 2017 10



REVEGETATION (Quarry Code of Practice, page 33)

Are sections of the planned operation visible from main roads etc? Yes@h
What /andscaping/vegetation will be planted/retained, to screen the operation? '

---------------------------------------------------------------------------------------------------------------------------------------------------------

Establishment of a self-sustaining cover of vegetation is the best low maintenance stabiliser of
disturbed sites in the long term. Generally, the vegetation type that existed before the disturbance
‘'or a similar vegetation type will be most successful afterwards. Seed application should be done
mid-late autumn whilst tree planting is best carried out in early spring.

Tick the intended revegetation measures to be used on the checklist below:

7] Soil importation’ [ Soil spreading IZI/SoiI tilage/ripping
Qﬁect seeding ] Cover/nurse crop 7] Spreading of seed slash
[ Tree planting [] Fertiliser application [J Mulching

] Water reticutation [ Browsing controls

"Note that if soil is imported stringent weed control measures must be taken.

Rehabilitation is a process which may take several years to produce a stable and self-sustaining

ecosystem. Maintenance of rehabilitation is vitally important and any failures should be rectified
quickly. )

Identify the intended follow up measures to be used on the checklist below:
Monitor dralnage, erosion control and plant growth.

] Follow up fertiliser EI4Veed control [B/Re-sowing for crop failure

Do you understand that a security deposit will be imposed on the extent of rehabilitation
required, and also that the security deposit will be reviewed if the rehabilitation liability

changes. @Vo

Before the security deposit is released the minimum standards below are to be achieved:
o The rehabilitated area should be safe and self-sustaining.

¢ The area must be suitable for the planned final use or rehabilitation objective.

» Rehabilitated areas should be visibly free of active erosion and noxious weeds,

» Revegetation is established and effective over the whole site.

Evaluation of revegetation will be dependent on factors including tree density, species diversity,

and vegetative cover. A copy of this document should be retained. Your performance will be
measured against it.

Signed: ....c.ceivcieiin i, & Date: 9'7/7 20/ %

-----------------------------------------------------------------------------------
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